WASSERWARMETAUSCHER
SCAMBIATORI DI CALORE
HEAT EXCHANGER

TITAN
TITANIO
TITANIUM

STOP MIT KORROSION! Maximale Qualitét fiir eine sorgenfreie Erwarmung ihres SWIMMING-POOLS
STOP ALLA CORROSIONE! Sistema affidabile di massima qualita per il riscaldamento della vostra PISCINA
STOP TO THE CORROSION! Maximum quality and reliability guaranteed for the heating of your SWIMMING-POOL

Titan Typ D - TWT 35
49 KW

Titan Typ D - TWT 65
76 kW

Titan Typ D - TWT 93
105 kW
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Material:
Volltitan

Einsatz:

Geeignet fur die Erwdrmung von
Schwimmbé&dern, Whirlpools und andere
Anlagen

Betriebsdruck:
Heizungsseitig max. 10 bar
Badewasserseitig max. 3 bar

Beheizung:

Durch Heizkessel, Warmepumpe,
Solarkollektoren oder andere
HeiBwasserquellen

Inbetriebnahme:
Siehe Installationsanweisung

per il riscaldamento di piscine, vasche
idromassaggio e altre istallazioni del
genere

Pressione massima d’esercizio:
riscaldamento 10 bar
acqua piscina 3 bar

Riscaldamento:
da caldaia, pompa di calore, collettori
solari oppure da altre fonti

Messa in funzione:
vedi istruzioni per I'istallazione
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TYPE A B C D F
kcal/h x 1000 mm 4] mm Zoll Zoll
D-TWT 35 385 125 205 | 112AG 34
D-TWT 65 680 125 495 | 112AG 1
D-TW 93 780 160 590 2 AG 1
iNE Leistung Austauschflache |Mindest Pumpen- | Verlust | Mindest Pumpen- Verlust
keal/h x 1000 in kW Exchange leistung Heizung | Heizung | leistung Badewasser | Badewasser
TYPE Capacity platform Pump capacity Loss Pump capacity Loss
keal/h x 1000 in kW heating heating s. pool water s. pool water
90°  60° m¥h bar mh bar
D-TW 35 42 24 1700 cm? 3 0,18 12 0,10
D-TW 65 76 43 3490 cm? 4 0,15 15 0,22
D-TW 93 105 60 5590 cm? 6 0,40 18 0,22
Materiale: Material:
Titanio Titan
Impiego: Use:

for the heating of swimming-pools,
whirlpools and similar

Max. working pressure:
on heating-side max. 10 bar
on pool water-side max. 3 bar

Heating:
from a boiler, a heat pump, from solar
collectors or similar

Bringing the machinery into service:
see installation manual




